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2 CONDUCTOR 20 AWG (26/34) STRANDED BARE COPPER AUDIO CABLE 

Description 
 
 2 Conductor 20 AWG (26/34) Stranded Oxygen 

Free Bare Copper Audio Cable with PVC Jacket    
 
Construction Details 
 
   Conductors 
 20 AWG (26/34) Oxygen Free Bare Copper 
 0.038” Nominal O.D. 
 
   Insulation 
 0.077” Nominal O.D. 
 Polyolefin 0.020” Nominal Wall 
 Color Code: 1 Black, 1 Red 
 
   Filler Material 
 Cotton Fillers  
 
   Separator 
 Tissue Tape 
 
   Shield/Drain: 
 95% Coverage 36 AWG Tinned Copper Braid 
 22 AWG (19/34) Tinned Copper Drain Wire 
 
   Jacket 
 Black Flexible PVC 
 0.265 Nominal O.D. 
 0.044” Nominal Wall  
 
Electricals: 
 
    DC Resistance 
 Conductor: 10.4 Ohms/1000 feet Nominal 
 Drain Wire: 15.5 Ohms/1000 feet Nominal 
 
    Capacitance:  
 23.3 pF/FT between Conductors 
 35.8 pF/FT between one conductor and the other 
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